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MODELD TRAMONTANA 8BAR 720L/H

Desplazamiento méaximo de aire / Max air displacement 720L/M

Desplazamiento aire 2BAR / Max air displacement 2BAR 560L/M

Desplazamiento aire 4BAR / Max air displacement 4BAR 518L/M

Desplazamiento aire 6BAR / Max air displacement 6BAR 498L/M

Desplazamiento aire 8BAR / Max air displacement 8BAR 475L/M

Capacidad del tanque de aire / Air tank capacity 100L

Tiempo presurizado 0 a 8BAR / Pumping up time O to 8BAR 80 SEC

Modelo de motor / Engine model GENERGY SGB270PRO

Cilindrada / Displacement 272cc

Tipo de motor / Engine type Gasolina, 4 tiempos OHV refrigerador por aire / Gasolina 4 stroke OHV air cooling

Nivel sonoro a 4mts LpA (ralenti/cargando)

Sound level at 4mts (idle/loading) 86dB — 88dB

Tipo de arranque / Starting type Manual / Recoil

Capacidad tanque combustible / Fuel tank capacity 6L

Consumo en carga-reposo / Consumption load-rest 2.1L/H - 0.9L/H

Autonomia media estimada / Average consumption estimation 4H

Aceite para motor / Oil for gasoline engine 1.1L - SAE10W4O0 Sintético

Aceite para el compresor / Oil for head compressor ISO100 — SAE30 (0.9L)

Estandar / Standard 1SO12100:2010 EN1012-1:2010 EN60204-1:2006+A1:2009+AC2010

Kit de transporte / Wheel kit Si con ruedas de 10” / Yes with 10” wheels

Dimensiones sin manillar / Dimensions without handle 1102x546x967mm

Peso / Weight 122kg

Referencia / Item 31110
[ MANTENIMIENTO/MAINTENANCE

Filtro de aire motor / Engine air filter 400015

Filtro de aire compresor / Compressor air filter 400072

Bujia / Spark plug 400001

Correa transmision / Transmision belt 400071

Puesta en marcha / Prior start-up service 499995



Motor EURO V GENERGY SGB270PRO. Bajas emisiones y excelente rendimiento. Fiabilidad y durabilidad aseguradas.
Regulador de presion manual, ajusta la salida de presion de aire en funcion de los aparatos conectados.

Mandmetros indicadores de la presion de salida y la presion del calderin.

Dos salidas de aire con conector rapido, regulador de presion y mandmetros indicadores de presion de salida y calderin.
Cabeza compresora de alta calidad, fabricada en acero fundido, garantiza una larga vida.

Documentacién del equipo: ESPANOL-INGLES. Manual usuario: ESPANOL-INGLES-PORTUGUES.

EURO V GENERGY SGB270PRO engine, highest efficiency and low emission, ensures reliability and durability.

Manual pressure regulator, adjusts air pressure output according to the connected devices.

Pressure gauges to know the output pressure and tank pressure.

Control panel with two air outlets (with quick connector), pressure regulator, output pressure manometer and tank air
pressure indicator.

Single head compressor pump with a double piston, made of cast. It guarantees a long life.

Equipment documentation: English-Spanish. User manual: English-Spanish-Portuguese.
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